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Classification: General Business Use 

IEC 60355 is the international regulatory 

standard for typical household appliances. 

NORYL NH6020 resin was engineered to 

help address the requirements of this 

global standard and to exhibit outstanding 

properties for electrical applications, such 

as high dielectric strength, high heat 

resistance, flame resistance and very good 

long-term dimensional stability.

TYPICAL REQUIREMENTS VALUE OF NORYL RESINS

Material requirements for heavy duty 

unattended appliances include:

• GWFI 850ºC

• GWIT 775ºC

• CTI>=250V

• UL94 V0

• BPT=125°C

Potential benefits of NORYL resins for 

electrical components are:

 VDE certification 

 Very good hydrolytic stability 

 Dimensional stability – long-term 

performance

 Low moisture uptake

 Non-brominated, non-chlorinated flame 

retardant 

 UL 5VA @ 2mm; UL94 V0 @ 0.75mm

 RTI 110°C

VDE/UL YELLOW CARD CERTIFIED PROPERTIES

NORYLTM NH6020 RESIN
FOR UNATTENDED APPLIANCES

* VDE certified property, all colors

NORYL RESIN 
GRADE

Ball Pressure* GWFI* GWIT* UL 94 UL746C CTI RTI 1.5 mm

IEC 60695-10-2 IEC 60695-10-2 IEC 60695-10-2 (Listing/mm) Outdoor IEC60112 UL746

(°C) (°C/mm) (°C/mm) Suitability (V) (type/°C)

NH6020 125

960/0.75 775/0.75 V0/0.75

F1 600

Imp/ 105

960/1.5 775/1.5 5VA/2.5 Elec/ 110

960/3 775/3 Str/110

NORYL NH6020 resin passes VDE/DIN 475 part 
815 testing, Ball Pressure Test (BPT) at 125C, 
GWFI 960C at 1, 2, 3mm, GWIT 825C at 1mm, and 
CTI >600V making this an excellent candidate 
for unattended appliance components where 
EN/IEC 60335 applies.



Classification: General Business Use 
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TYPICAL PROPERTIES

NORYLTM NH6020 RESIN
FOR UNATTENDED APPLIANCES 

IMPACT RESISTANCE RETENTION AT 80°C & 93%RH
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MOISTURE ABSORPTION COMPARISON
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PROPERTIES TEST METHOD TYPICAL VALUES UNIT

Tensile Stress, yld, Type I, 50 mm/min ASTM D 638 78 MPa

Tensile Stress, brk, Type I, 50 mm/min ASTM D 638 67 MPa

Tensile Modulus, 5 mm/min ASTM D 638 2740 MPa

Flexural Stress, yld, 1.3 mm/min, 50 mm span ASTM D 790 121 MPa

Flexural Modulus, 1.3 mm/min, 50 mm span ASTM D 790 3020 MPa

Izod Impact, notched, 23°C ASTM D 256 49 J/m

Izod Impact, notched, -30°C ASTM D 256 36 J/m

Instrumented Impact Total Energy, 23°C ASTM D 3763 18 J

Vicat Softening Temp, Rate B/50 ASTM D 1525 150 °C

HDT, 1.82 MPa, 3.2mm, unannealed ASTM D 648 125 °C

CTE, -40°C to 40°C, flow ASTM E 831 7.75E-05 1/°C

CTE, -40°C to 40°C, xflow ASTM E 831 7.00E-05 1/°C

Ball Pressure Test, 125°C +/- 2°C IEC 60695-10-2 125 -

Specific Gravity ASTM D 792 1.14 -

Mold Shrinkage, flow, 3.2 mm SABIC method 0.5-0.7 %

Melt Flow Rate, 280°C/5.0 kgf ASTM D 1238 13.5 g/10 min

Moisture Absorption (23°C / 50% RH) ISO 62 0.06 %

Melt Volume Rate, MVR at 280°C/5.0 kg ISO 1133 11 cm³/10 min

Dielectric Strength, in oil, 1.6 mm IEC 60243-1 27 kV/mm

Dissipation Factor, 1 MHz IEC 60250 0.0029 -

Relative Permittivity, 50/60 Hz IEC 60250 2.7 -

UL Recognized, 94-5VA Flame Class Rating UL 94 ≥2.5 mm

UL Recognized, 94V-0 Flame Class Rating UL 94 ≥0.75 mm

Glow Wire Flammability Index, 1.0 mm IEC 60695-2-12 960 °C

Glow Wire Ignitability Temperature, 1.0 mm IEC 60695-2-13 825 °C

UV-light, water exposure/immersion UL 746C F1
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DISCLAIMER: THE MATERIALS, PRODUCTS AND SERVICES OF SAUDI BASIC INDUSTRIES CORPORATION (SABIC) OR ITS 
SUBSIDIARIES OR AFFILIATES (“SELLER”) ARE SOLD SUBJECT TO SELLER’S STANDARD CONDITIONS OF SALE, WHICH ARE 
AVAILABLE UPON REQUEST.  INFORMATION AND RECOMMENDATIONS CONTAINED IN THIS DOCUMENT ARE GIVEN IN 
GOOD FAITH.  HOWEVER, SELLER MAKES NO EXPRESS OR IMPLIED REPRESENTATION, WARRANTY OR GUARANTEE (i) THAT 
ANY RESULTS DESCRIBED IN THIS DOCUMENT WILL BE OBTAINED UNDER END-USE CONDITIONS, OR (ii) AS TO THE 
EFFECTIVENESS OR SAFETY OF ANY DESIGN OR APPLICATION INCORPORATING SELLER’S MATERIALS, PRODUCTS, 
SERVICES OR RECOMMENDATIONS. UNLESS OTHERWISE PROVIDED IN SELLER’S STANDARD CONDITIONS OF SALE, 
SELLER SHALL NOT BE RESPONSIBLE FOR ANY LOSS RESULTING FROM ANY USE OF ITS MATERIALS, PRODUCTS, SERVICES 
OR RECOMMENDATIONS DESCRIBED IN THIS DOCUMENT. Each user is responsible for making its own determination as to 
the suitability of Seller’s materials, products, services or recommendations for the user’s particular use through 
appropriate end-use and other testing and analysis. Nothing in any document or oral statement shall be deemed to alter 
or waive any provision of Seller’s Standard Conditions of Sale or this Disclaimer, unless it is specifically agreed to in a 
writing signed by Seller. Statements by Seller concerning a possible use of any material, product, service or design do not, 
are not intended to, and should not be construed to grant any license under any patent or other intellectual property right 
of Seller or as a recommendation for the use of any material, product, service or design in a manner that infringes any 
patent or other intellectual property right.

SABIC and brands marked with ™ are trademarks of SABIC or its subsidiaries or affiliates.
© 2019 Saudi Basic Industries Corporation (SABIC).  All Rights Reserved.

Any brands, products or services of other companies referenced in this document are the trademarks, service marks and/or 
trade names of their respective holders.
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