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LEXAN™ FR RESINS

LEXANTM flame retardant (FR) resins are amorphous engineering thermoplastics characterized 
by enhanced levels of mechanical, optical, electrical and thermal properties. These materials 
typically have UL94 listing and offer a wide variety of product options.

THIN WALL
MVR/
MFR GF%

FLEXURAL 
MODULUS HDT

UL94 
LISTING

905 Low viscosity, unreinforced, non-brominated, non-chlorinated FR. 29 0 2300 118 V0/1.1mm

915R Medium viscosity, unreinforced, non-brominated, non-chlorinated FR, 
opaque colors. 18 0 2300 122 V0/1.1mm

916R Medium viscosity, unreinforced, non-brominated, non-chlorinated FR, 
limited colors 18 0 2300 122 V0/0.8mm

925(U) Medium viscosity, unreinforced, non-brominated, non-chlorinated FR. 13 0 2300 124 V0/1.1mm

945(U) Medium viscosity, unreinforced, non-brominated, non-chlorinated FR. 9 0 2300 125 V0/1.0mm

955 Medium viscosity, unreinforced, non-brominated, non-chlorinated FR. 7 0 2300 125 V0/1.5mm

3412ECR High viscosity, reinforced, non-chlorinated, non-brominated FR, 
opaque colors. 7 20 5500 136 V0/1.5mm

505R(U) High viscosity, reinforced, opaque colors, non-brominated, non-
chlorinated FR. 8 10 3400 136 V0/1.5mm

515RU High viscosity, reinforced, non-brominated, non-chlorinated FR. 9 10 3600 132 V0/1.5mm

BFL2015 High viscosity, non-brominated, non-chlorinated FR, reinforced 
opaque colors only 6 15 4280 141 V0/1.5mm

ML3019 Medium viscosity, reinforced, non-brominated, non-chlorinated FR. 8 10 3400 135 V0/1.5mm

905AU Low viscosity, unreinforced, non-chlorinated, non-brominated FR, all 
colors, UV 27 0 2200 125 V0/2.5mm

915AU Low viscosity, unreinforced, non-chlorinated, non-brominated FR, UV. 21 0 2400 123 V0/3.0mm

925A(U) Medium viscosity, unreinforced, non-brominated, non-chlorinated. 13 0 2300 124 V0/3.0mm

945A(U) Medium viscosity, unreinforced, non-brominated, non-chlorinated, 
transparent colors 10 0 2300 125 V0/3.0mm

955AU High viscosity, unreinforced, non-brominated, non-chlorinated 7 0 2300 130 V0/3.0mm

9915A High viscosity, unreinforced, non-brominated, non-chlorinated, 
Natural Only. 7 0 2250 125 V0/1.5mm
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LIGHTING
MVR/
MFR GF%

FLEXURAL 
MODULUS HDT

UL94 
LISTING

LUX9610 High viscosity, extrusion grade, non-brominated, non-
chlorinated FR. 7 0 2250 125 V0/1.5mm

LUX9612/6G High viscosity, extrusion grade, non-brominated, non-
chlorinated FR, diffusion effect. 7 0 2250 − V0/1.5mm

LUX7169 Low viscosity, high light reflectivity ~96%. non-
brominated, non-chlorinated FR. 22 0 − 124 V0/0.9mm

LUX7189 Low viscosity, high light reflectivity ~96%. non-
brominated, non-chlorinated FR. 23 0 2300 133 V0/1.5mm-

5VA/3mm

FOAMABLE

FL905 High viscosity, foamable, non-brominated, non-
chlorinated FR 3 0 2680 140 V0/3.0mm-

5VA/6.0mm
Standard ISO1033 ISO178 IS180/1A iSO306 UL94

Unit cm3/10min MPa kJ/m2 °C Flame class 
Rating

Condition 300°C/1.2kg
*250°C/1.2kg 
300°C/1.2KG

Notched
+23°C B/120
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